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ENVIRONMENTAL CONTROL PLAN - EAST BANK
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FILTER FABRIC

SEE PLAN

1

2

300 TO 450 DIAMETER

STONE

GRAVEL MATERIAL

AS REQ'D. FOR SOUND
TRAVEL BASE

FILTER FABRIC

PROTECT W/ RIPRAP

AS REQ'D. TO MAINTAIN
2:1 SIDESLOPE

GRAVEL MATERIAL AS

REQ'D. FOR SOUND
TRAVEL BASE

FILL AS REQ'D.

DRIPLINE

499 700 OUT TO OUT OF SLAB

SPAN PIER 6 

STA. 340+50.657

NOTE:
     SEE DESIGN SHEET NO. /A03/ FOR RIVER
STAGE ELEVATIONS.

M
AX.

M
A

X
.

M
AX.

12 000 (MAX.)

CONTRACTOR MAY

ELEV. 299.0

MIN.

EXCAVATE AS REQ.D
WITHIN 12.0m LIMIT
TO IMPROVE EXISTING
DRAW FOR CONSTRUCTION
ACCESS

AS REQ'D.

FOR SOUND
TRAFFIC BASE

1000 MIN.

EXIST. GRADE PRIOR

TO IMPROVEMENTS

EXISTING GRADE

22 000

9000 R

(TYP.)

9000 R

(TYP.)

ZONE TYPE E:
IMPROVE EXISTING DRAW AS
REQ'D. FOR CONSTRUCTION
ACCESS, SEE SECTION A-A.
IMPROVEMENTS ARE TO 
REMAIN UPON COMPLETION
OF CONTRACT.

341

DRIPLINE

(TYP.)

CONTRACTOR SHALL BACKFILL

CONTRACTOR SHALL BACKFILL

DRAW IMPROVEMENTS AND

CAUSEWAY SHALL REMAIN
FOR THE SUPERSTRUCTURE
CONTRACTOR'S USE.

CONTRACTOR SHALL BACKFILL

DRAW IMPROVEMENTS N.I.C.

ZONE TYPE A:
CLEARED, GRUBBED AND
GRADED BY OTHERS.

ZONE TYPE D:
SELECTIVE CLEARING, NO
GRUBBING.

ZONE TYPE F:
CLEAR AS REQ'D. FOR
CONSTRUCTION ACCESS.
CONSTRUCT CAUSEWAY
PER SECTION B-B. CAUSEWAY
SHALL REMAIN UPON
COMPLETION OF CONTRACT.

ALL EXCAVATIONS.  IMPROVEMENTS
FOR CONSTRUCTION ACCESS SHALL
REMIAN FOR THE SUPERSTRUCTURE
CONTRACTOR'S USE

ALL EXCAVATIONS.  IMPROVEMENTS
FOR CONSTRUCTION ACCESS SHALL
REMAIN FOR THE SUPERSTRUCTURE
CONTRACTOR'S USE

ALL EXCAVATIONS.  IMPROVEMENTS
FOR CONSTRUCTION ACCESS SHALL
REMAIN FOR THE SUPERSTRUCTURE
CONTRACTOR'S USE

SUBSTRUCTURE CONTRACT

NOTE:
     IMPROVEMENTS TO DRAW MUST BE DESIGNED
TO MAINTAIN EXISTING DRAINAGE.  IMPROVEMENTS
ARE TO REMAIN UPON COMPLETION OF THE
SUBSTRUCTURE CONTRACT.

ZONE TYPE B:
CLEARED, NO GRUBBING. ALL
STUMPS OR LIMBS GREATER
THAN 75mm ½ SHALL BE
REMOVED FROM THE SITE
AND STOCK PILED FOR FUTURE
USE NEAR STA. 352+00.

SILT FENCE

SILT FENCE DITCH CHECK

NOTE:

     FOR DEFINITION OF TERMS AND ADDITIONAL

NOTES, SEE DESIGN SHEET /A55/.

     ALL COSTS FOR COMPLETING WORK NOTED

FOR ZONE TYPE E & F SHALL BE INCLUDED IN

THE APPROPRIATE PAY ITEM "SITE PREP-ZONE

E OR F".

ZONE TYPE C:
CLEAR AND GRUB AS REQ'D
FOR CONSTRUCTION OF
SUBSTRUCTURE AND/OR AS
REQ'D FOR STAGING OR NON-
LIQUID STORAGE.  ALL STUMPS
AND LIMBS SHALL BE REMOVED
FROM THE SIGHT AND STOCK
PILED FOR FUTURE USE NEAR
STA. 352+00.  PRIOR TO THE 
COMPLETION OF THE CONTRACT,
THE AREA SHALL BE RESTORED
TO ORIGINAL GRADES BUT
OVERSEEDED AND FERTILIZED
(EXCEPT WHERE NOTED).

1 - 18.395 m SPAN; 5 - 92.000 m SPANS; 1 - 18.395 m SPAN

29212 199

EXISTING

GRADE

GRAVEL ACCESS ROAD
PROVIDED BY OTHERS

SEE SHEET 38

SILT BASIN

3000TYP.

EXISTING EROSION CONTROL MEASURES

(PROVIDED BY OTHERS) DAMAGED DURING
CONSTRUCTION OR TEMPORARILY REMOVED OR
RELOCATED TO ACCOMMODATE CONSTRUCTION
SHALL BE REPLACED IN KIND BY THE
CONTRACTOR.

EXISTING EROSION CONTROL MEASURES

(PROVIDED BY OTHERS) DAMAGED DURING
CONSTRUCTION OR TEMPORARILY REMOVED OR
RELOCATED TO ACCOMMODATE CONSTRUCTION
SHALL BE REPLACED IN KIND BY THE
CONTRACTOR.

BARRIER FENCE

BARRIER FENCE

BARRIER FENCE

BARRIER FENCE

BARRIER FENCE

ALL WATER AND DRILLING SLURRY

SHALL BE REMOVED FROM THE ESWZ 
AND SHALL BE DEPOSITED INTO  
TEMPORARY PITS AS NOTED IN THE 
SPECIAL PROVISIONS.

92 000 CL PIER 4 - CL PIER 592 000 CL PIER 3 - CL PIER 4

498 780 CL W. ABUT. BRG. - CL E. ABUT. BRG.

CL PIER 4 CL PIER 5

92 000 CL PIER 5 - CL BRG. OF STEEL SPAN PIER 6

DUAL 498.78m x 12.0m CONT. WELDED

GIRDER BRIDGE w/ PRECAST JUMPSPANS
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